This map was produced through the Mississippi Flood Map Modernization Initiative, a program funded by the Federal Emergency Management Agency (FEMA) and administered by the National Geospatial-Intelligence Agency (NGA) in cooperation with the State of Mississippi Department of Planning and Community Affairs to produce up-to-date, accurate flood insurance data for the citizens of Mississippi.

This FIRM reflects more detailed and up-to-date floodplain data than the previous FIRM. Differences in flood elevations were computed at cross sections and interpolated between cross sections.

The 1% annual chance flood (100-year flood), also known as the base flood, is the flood that has a 1% chance of being equaled or exceeded in any given year. The Special Flood Hazard Area (SFHA) contains areas that have a 1% chance of being flooded by the 100-year flood. The SFHA has two zones: Zone A and the Floodway.

Areas in which flood hazards are undetermined, but possible.

Areas in which flood hazards are determined.

This map reflects more detailed and up-to-date floodplain data than the previous FIRM. Differences in flood elevations were computed at cross sections and interpolated between cross sections.

The floodway is the channel of a stream plus any adjacent floodplain areas that must be kept free of encroachment so that the 1% annual chance flood can be carried without substantial increases in flood heights.

The FIRM for Adams County, Mississippi is bounded by Beaver Branch on the north, St. Jones Bayou on the west, W. DEERFIELD RD on the south, and Beaver Branch on the east.

The new FIRM reflects more detailed and up-to-date floodplain data than the previous FIRM. Differences in flood elevations were computed at cross sections and interpolated between cross sections.

The 1% annual chance flood (100-year flood), also known as the base flood, is the flood that has a 1% chance of being equaled or exceeded in any given year. The Special Flood Hazard Area (SFHA) contains areas that have a 1% chance of being flooded by the 100-year flood. The SFHA has two zones: Zone A and the Floodway.

Areas in which flood hazards are undetermined, but possible.

Areas in which flood hazards are determined.

This map reflects more detailed and up-to-date floodplain data than the previous FIRM. Differences in flood elevations were computed at cross sections and interpolated between cross sections.

The floodway is the channel of a stream plus any adjacent floodplain areas that must be kept free of encroachment so that the 1% annual chance flood can be carried without substantial increases in flood heights.

The 1% annual chance flood (100-year flood), also known as the base flood, is the flood that has a 1% chance of being equaled or exceeded in any given year. The Special Flood Hazard Area (SFHA) contains areas that have a 1% chance of being flooded by the 100-year flood. The SFHA has two zones: Zone A and the Floodway.

Areas in which flood hazards are undetermined, but possible.

Areas in which flood hazards are determined.

This map reflects more detailed and up-to-date floodplain data than the previous FIRM. Differences in flood elevations were computed at cross sections and interpolated between cross sections.

The floodway is the channel of a stream plus any adjacent floodplain areas that must be kept free of encroachment so that the 1% annual chance flood can be carried without substantial increases in flood heights.

The 1% annual chance flood (100-year flood), also known as the base flood, is the flood that has a 1% chance of being equaled or exceeded in any given year. The Special Flood Hazard Area (SFHA) contains areas that have a 1% chance of being flooded by the 100-year flood. The SFHA has two zones: Zone A and the Floodway.

Areas in which flood hazards are undetermined, but possible.

Areas in which flood hazards are determined.

This map reflects more detailed and up-to-date floodplain data than the previous FIRM. Differences in flood elevations were computed at cross sections and interpolated between cross sections.

The floodway is the channel of a stream plus any adjacent floodplain areas that must be kept free of encroachment so that the 1% annual chance flood can be carried without substantial increases in flood heights.

The 1% annual chance flood (100-year flood), also known as the base flood, is the flood that has a 1% chance of being equaled or exceeded in any given year. The Special Flood Hazard Area (SFHA) contains areas that have a 1% chance of being flooded by the 100-year flood. The SFHA has two zones: Zone A and the Floodway.

Areas in which flood hazards are undetermined, but possible.

Areas in which flood hazards are determined.

This map reflects more detailed and up-to-date floodplain data than the previous FIRM. Differences in flood elevations were computed at cross sections and interpolated between cross sections.

The floodway is the channel of a stream plus any adjacent floodplain areas that must be kept free of encroachment so that the 1% annual chance flood can be carried without substantial increases in flood heights.

The 1% annual chance flood (100-year flood), also known as the base flood, is the flood that has a 1% chance of being equaled or exceeded in any given year. The Special Flood Hazard Area (SFHA) contains areas that have a 1% chance of being flooded by the 100-year flood. The SFHA has two zones: Zone A and the Floodway.

Areas in which flood hazards are undetermined, but possible.

Areas in which flood hazards are determined.