FLOOD INSURANCE RATE MAP
MONTGOMERY COUNTY, MISSISSIPPI
AND INCORPORATED AREAS

REFERENCES

- Flood Elevations, flood depths, or flood velocities within Special Flood Hazard Areas (SFHA) should be used on insurance applications for the subject property. For more information, contact the Flood Insurance Program at 1-800-358-9685.
- For information regarding conversion between the National Geodetic Vertical Datum of 1929 (NGVD 29) and the North American Vertical Datum of 1988 (NAVD 88), refer to Section 2.4 "Flood Protection Measures" of the Flood Insurance Manual.
- For community map revision history prior to countywide mapping, refer to the Community Map Revision History Document.
- Flood elevations shown on this map apply only landward of 0.0'.
- Note: Flood elevations shown on the map are referenced to the North American Vertical Datum of 1988 (NAVD 88), which is the vertical datum used throughout the United States. These flood elevations must be compared to structure and ground elevations referenced to the vertical datum used in your area.

LEGEND
- Base Flood Elevations (BFEs) are flood elevations associated with the 1% annual chance flood. The BFEs shown on this map are referenced to the North American Vertical Datum of 1988 (NAVD 88) and are expressed in feet above mean sea level.
- Flood Elevations, flood depths, or flood velocities may be computed for floodplains within the Special Flood Hazard Areas using the methodologies outlined in the National Flood Insurance Program Guidelines and the Federal Emergency Management Agency's (FEMA) Flood Studies Unit.
- Special Flood Hazard Area: An area subject to a 1% chance of being equaled or exceeded in any given year. The Special Flood Hazard Area is the floodplain of a waterway extending from the 0.2% annual chance flood elevation to the 1% annual chance flood elevation. The Special Flood Hazard Area includes any area that may flood as a result of the 1% annual chance flood event.
- Zones A, AE, AH, AO, AR, A99, V, and VE: The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone A: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone AE: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone AH: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone AO: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone AR: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone A99: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone V: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- Zone VE: Areas of the floodplain that are subject to a 1% chance of flooding by the 1% annual chance flood. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE. The Base Flood Elevation is the water-surface elevation of the 1% annual chance flood. Areas of Special Flood Hazard include Zones A, AE, AH, AO, AR, A99, V, and VE.
- 1% Floodway: The 1% floodway is the area subject to the 1% annual chance flood. The 1% floodway is the area subject to the 1% annual chance flood. The 1% floodway is the area subject to the 1% annual chance flood. The 1% floodway is the area subject to the 1% annual chance flood. The 1% floodway is the area subject to the 1% annual chance flood.