Base Flood Elevations

Areas of 0.2% annual chance flood; areas of 1% annual chance flood with average elevation.

Map Index Questions about this map should be consulted for possible updated or additional information shown on this FIRM was provided in digital format by the State of Mississippi.

No Base Flood Elevations determined. (BFEs) and/or Floodway Data tables have been determined, users are encouraged to consult the Flood Profiles and Floodway Data tables showing the layout of map panels; community map repository addresses; and a Listing of Stillwater Elevations table should be used for construction and/or floodplain management.

Flood Elevations on this map are referenced to the North American Vertical Datum of 1988. These flood elevations must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Jurisdictions may result in slight positional differences in map features across jurisdiction.

Floodway widths and other pertinent floodway data are provided in the Flood Insurance Study report for this jurisdiction. Elevations shown in the Summary Information table located in the Flood Insurance Study report for this jurisdiction. Floodway Data tables are provided in the Flood Insurance Study report for this jurisdiction. Elevations shown in the Summary Information table located in the Flood Insurance Study report for this jurisdiction.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.

Flood Elevations, flood depths, or flood velocities must be compared to structure and ground elevations referenced to the same datum.